
PRODUCT BROCHURE
016_100_031422

ET260 - Tamlyn® Elite Tape
Tech Support / Sales: 800-334-1676

www.tamlyn.com

 Address: 13623 Pike Rd, Staff ord, TX 77477     Phone: USA Toll Free (800) 334-1676   Fax: (281) 499-8948    E-mail: info@tamlyn.com
www.tamlyn.com

• Durability - strong, high tack, easy to 
use and water resistant

• Heat/cold resistance - withstands 
temperature extremes from 10F to 
140F

• Pliability - no cracking when bent 
around 5 mm mandrel

• Quality engineering - covered with
UV-resistant, oriented polypropylene 
fi lm

• Application Temperature - > 30F

• Convenient 2” x 180’ rolls

Taping the seams of a building wrap is the best practice for maximum reduction of air 
and water intrusion into the building.  Tamlyn Elite Tape features a synthetic adhesive 
rubber layer specifi cally formulated for adhesion to TamlynWrap® Elite WRB in moderate 
climates.  As part of a complete WRB system, Tamlyn Elite Tape will help reduce the risk 
of water damage, increase building comfort, and improve energy effi ciency.  Tamlyn Elite 
Tape is strong, easy to use, and water resistant.  It is constructed of an oriented polypro-
pylene fi lm, coated with a synthetic adhesive rubber.  

FEATURES/BENEFITS

TAMLYN®         


