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- TAMLYN® is celebratlng over 50 year: building supply mdustryI In May
1971 Ron Tamlyn, Sr. and his wife Jean b L“"n "ﬂ: d began the company in a small
)shack in the back yard of their modest sllaire, Texas. Ron Tamlyn, Sr. was the
_~ company’s president from 1971 until his son, To Tamlyn took the reins as president in
1990. TAMLYN has become a multi-million dollar, international business with a full product
line to match. Tom Tamlyn retired in late 2022 and Miguel Gonzales now serves as CEO
and President. TAMLYN remains family-owned and operated to this day. Our history is one

of quality, innovation, and proven performance.
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— TAMLYN

We strive to be solution providers for our
customers. It's not just about the sales for
us. The heart of Tamlyn is family, value
and service. Our goadl is to bridge the gaps
between every segment of the industry from
manufacturing to contractors, distributors,
dealers, architects and designers.
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WATER MANAGEMENT TABLE OF CONTENTS

TAMLYN® WATER MANAGEMENT SYSTEMS
WARRANTY INFORMATION

10 YEAR PRODUCT ONLY LIMITED WARRANTY

PRODUCTS COVERED
TamlynWrap® Elite WRB

R.H. Tamlyn & Sons, Inc. (Tamlyn®), warrants that the
above products, when installed in accordance with the
applicable Tamlyn® installation instructions, are free
from manufacturing defects for ten (10) years from the
date of purchase.

15 YEAR PRODUCT ONLY LIMITED WARRANTY

PRODUCTS COVERED

TamlynWrap® Drainable Wrap
TamlynWrap® ProSelect™ Commercial Wrap
XtremeFlashing™ Tape

XtremeCorners™

XtremeSealant™

XtremeSeam™ Tape

Utility Moisture Flash

TamlynWrap® RainScreen

R.H. Tamlyn & Sons, Inc. (Tamlyn®), warrants that the
above products, when installed in accordance with the
applicable Tamlyn® installation instructions, are free
from manufacturing defects for fifteen (15) years from
the date of purchase.

25 YEAR PRODUCT AND LABOR LIMITED WARRANTY
PRODUCTS COVERED

TamlynWrap® Drainable Wrap
TamlynWrap® ProSelect™ Commercial Wrap

Subject to the following specific terms and conditions,
when installed as a system with all the Tamlyn®
accessory products identified below;

XtremeFlashing™ Tape
XtremeSealant™
XtremeSeam™ Tape

Tamlyn warrants TamlynWrap® Drainable Wrap and
ProSelect™ Commercial Wrap will perform as designed
for a period of twenty five (25) years from the date
of purchase. The system shall be installed in strict
accordance with the applicable Tamlyn® installation
instructions in a properly constructed and designed
wall system, following the applicable building codes
and accepted industry standards for each type of
structure. Project registration required.

WATER MANAGEMENT

TWC ProSelect™ Commercial Wrap ... 9
TWD TamlynWrap® Drainable Wrap................ 10
TWE TamlynWrap® Elite WRB.......c.ccccceeeeecesecennes n
ET260 Tamlyn® Elite Tape 12
ws/wsB XtremeFlashing™ TOPE.......wmmmmmeeesssssssnen 13
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Xs XtremeSealant™ 15
UMF Utility Moisture Flash 15
PB Tamlyn ProSeal™ 16
TWR63 TamlynWrap® RainScreen 6.3.........cccoeeeenn. 17
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CR Corrugated RAINSCreen ........cencincinnns 19
VST Rainscreen Top Vent 20
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SPECIALTY ITEMS

MGO Tamlyn® Mgo®
TBS Tamlyn® BrunnoSeal®....
XCAC Tamlyn® XtremeCOAT

As the building industry has advanced and enclosures
have become more efficient and tighter, the ever present
problem of moisture continues to plague projects. The
infiltration of moisture can lead to structural deterioration,
shorten the life of exterior claddings and paints, while also
fostering mold and rot which will harm the structure and
pose health hazards.

With these conditions, the key becomes the removal of
liquid bulk water and water vapor as quickly as possible to
avoid damage to structural components and this is where
Tamlyn and its multiple options of Water Management
Systems excels.

The key to building durable structures is more than just
applying building paper or a wrap. It's about employing
tried and proven water management principles to develop
a moisture management system that addresses all the
mechanisms of moisture movement. It is a guide for
architectural design, product selection and construction
practice. Preventing moisture damage and call backs is
really about implementing a system to effectively control
moisture as a liquid and as a vapor.

Tamlyn has worked with leading building science
innovators to become a leader in providing multiple
systems to facilitate proper water management.

These systems include TamlynWrap® Drainable Wrap,
TamlynWrap® ProSelect™ Commercial Wrap and
accessories as well as the Tamlyn vented rainscreen.

Refer to the published warranty information for specific terms, conditions and limitations that affect the above summarized warranties.
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TAMLYNWRAP® PROSELECT™ COMMERCIAL WRAP

DESIGN FEATURES

When the project requires a strong and durable
wrap, ProSelect™ is the choice for the professional
builder. ProSelect™ is a high performance water and
air resistive barrier product designed for the harsh
conditions of a jobsite. ProSelect™ is made from
multiple non-woven and barrier layers that provide
superior durability, moisture and air infiltration
protection.

In a convenient and easily handled 5 foot by 200 foot
roll weighing only 25 pounds, ProSelect™ is easy to
use at any level of the wall. This roll size facilitates the
installation process at elevated heights and improves
safety associated with wind events. ProSelect™ is
unique in its development for focusing on improving
building performance as well as the installation
quality and safety.

VAPOR PERMEABLE (perm rating of 19)

The vapor permeability facilitates drying of wall
components and mitigates potential moisture
accumulation as well as the damaging effects of
mold and rot.

MEETS ALL EXISTING CODE REQUIREMENTS
Meets or exceeds the ICC acceptance criteria
requirements for water resistive barriers (Ac38).

BEST PRACTICE

ProSelect™ must be installed SHINGLE FASHION and
integrated with other wall components to promote
positive mechanical drainage. All horizontal and
vertical overlaps shall be 6” with 12” vertical overlap
at any corners. Cap fasteners must be used for
attachment per installation guidelines.

TWC

TamiynWrap

ProSelect 1T

TAMLYN

L e e re—

Sheathing

TamlynWrap® ProSelect™
Commercial Wrap

ICC

ﬂ ESR-3670
@S ESL-1022

WIDTH 5 ft

LENGTH 200 ft
COVERAGE 1000 sf

ROLL WEIGHT 25 |bs
VAPOR PERMEANCE 19 perms
THICKNESS 0.3 mm

UV RATING Maximum 270 days
WARRANTY 15-25 year limited
FIRE RATING Class A

www.tamlyn.com 9
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TAMLYNWRAP® DRAINABLE WRB

TWD

DESIGN FEATURES

TamlynWrap® Drainable WRB is a unique moisture
management product from Tamlyn. This innovative
productcombines a high performance Water Resistive
Barrier (WRB) with a unique drainage pattern. Its
unique design can remove 100 times more bulk water
from a wall versus standard wraps.

DRAINS FASTER THAN OTHER DRAINABLE WRAPS

This is achieved through the gap created by
1.5 mm non-compressible spacers bonded to a high
performance Water Resistance Barrier (WRB). This
patented design provides a physical drainage space
between the sheathing and cladding material.

CAN BE INSTALLED IN ANY DIRECTION

This patented technology is omni-directional which
offers installation flexibility vs other options on the
market.

TAMIVN

g
L&, ]

VAPOR PERMEABLE (perm rating of 19)

The vapor permeability facilitates drying of wall
components and mitigates potential moisture
accumulation as well as the damaging effects of
mold and rot.

MEETS ALL EXISTING CODE REQUIREMENTS FOR
DRAINABILITY

Meets or exceeds the ICC acceptance criteria
requirements for water resistive barriers (AC38) and
drainage efficiency.

BEST PRACTICE

TamlynWrap® Drainable Wrap must be installed
SHINGLE FASHION and integrated with other wall
components to promote positive mechanical
drainage. All horizontal and vertical overlaps shall be
6" with 12" vertical overlap at any corners. All vertical
seams shall be taped and cap fasteners used for
attachment per installation guidelines.

Sheathing
WIDTH 5 ft
LENGTH 100 ft 1.5 mm Non-Compressible Spacers
COVERAGE 500 sf ICC
ROLL WEIGHT 17 lbs @ ng__,?osgzo
VAPOR PERMEANCE 19 perms
THICKNESS 1.8 mm
DRAINAGE GAP 1.5 mm
UV RATING Maximum 180 days
WARRANTY 15-25 year limited
FIRE RATING Class A

WATER MANAGEMENT SYSTEM
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TAMLYNWRAP® ELITE WRB

TWE

DESIGN FEATURES

TamlynWrap® Elite WRB is a residential grade moisture
management product. This innovative product
combines a non-woven backing with a durable
coating to offer a balance of strength, moisture
resistance, air infiltration protection and vapor
permeability. This non-perforated Water Resistive
Barrier (WRB) is an economical option providing
excellent moisture protection as well as wind and tear
resistance.

The ideal vapor permeability facilitates drying of
unwanted moisture, may be used in all climate zones
and is suitable for use behind all cladding systems.
TamlynWrap® Elite meets or exceeds all residential
code requirements at an affordable price.

VAPOR PERMEABLE (perm rating of 20)

The vapor permeability facilitates drying of wall
components and mitigates potential moisture
accumulation as well as the damaging effects of
mold and rot.

MEETS ALL EXISTING CODE REQUIREMENTS
Meets and exceeds the ICC acceptance criteria
requirements for water resistive barriers (Ac38).

BEST PRACTICE

TamlynWrap® Elite WRB must be installed SHINGLE
FASHION and integrated with other wall components
to promote positive mechanical drainage. All
horizontal and vertical overlaps shall be 6” with 12"
vertical overlap at any corners. Cap fasteners must be
used for attachment per installation guidelines.

WIDTH 9ft

LENGTH 125 ft

COVERAGE 1125 sf

ROLL WEIGHT 22 Ibs

VAPOR PERMEANCE 20 perms

THICKNESS 0.3 mm

UV RATING Maximum 120 days
Sheathing FIRE RATING Class A

TamlynWrap® Elite WRB

Control No. 5026846 Conforms to UL STD CCRR-0520 Certified to CSA STD ICC-ES AC38 @
Intertek

NILSAS INFWIOVNVIN 3LV
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TAMLYN® ELITE TAPE

ET260

DESIGN FEATURES

2" X 180" Taping the seams of a building wrap is
the best practice for maximum reduction of air
and water intrusion into the building. Tamlyn Elite
Tape features a synthetic adhesive rubber layer
specifically formulated for adhesion to TamlynWrap®
Elite WRB in moderate climates. As part of a complete
WRB system, Tamlyn Elite Tape will help reduce the
risk of water damage, increase building comfort, and
improve energy efficiency. Tamlyn Elite Tape is strong,
easy to use, and water resistant. Itis constructed of an
oriented polypro-pylene film, coated with a synthetic
adhesive rubber.

ITEM ID WIDTH LENGTH THICKNESS
ET260 2" 180" 3 mil
BENEFITS

Durability

Strong, high tack, easy to use and water resistant

Heat/cold resistance
Withstands temperature extremes from 10F to 140F

Pliability
No cracking when bent around 5 mm mandrel

Quality engineering
Covered with UV-resistant, oriented polypropylene
film

Application Temperature
-> 30F

Convenient 2” x 180’ rolls

T —

'“-Hﬂu N.COM

Ty 72z o

WATER MANAGEMENT SYSTEM
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XTREMEFLASHING™ TAPE

TAM

WS (ASPHALT ADHESIVE)

TAM

WSB (BUTYL ADHESIVE)

WS, WSB

DESIGN FEATURES

XtremeFlashing™ is a self-adhering, self-sealing
flashing tape designed for use around windows,
doors, building seams and in general construction.
It is composed of a polymer film that is coated with
an aggressive Broad Temperature Spectrum (BTS™)
asphalt or butyl based adhesive. A release liner
protects the adhesive and is removed as the tape is
installed.

The BTS™ adhesive self-seals around punctures
caused by nails and staples. This advanced system
bonds to all common building and window materials
and seals around fasteners.

INTENDED USES

Provides a water tight seal that integrates with other
wall components for water management around
windows, doors and other wall penetrations such as
pipes,electricalconduit,throughwallflashingandother
flashing details. Must be installed SHINGLE FASHION
for proper moisture management.

STORAGE LIFE
12 months in conditioned space

ITEM ID WIDTH LENGTH THICKNESS
WS25-4 4" 75’ 25 mil
WS25-4/100 4 100 25 mil
WS25-6 6" 75 25 mil
WS25-6/100 6" 100 25 mil
WS25-9 9" 75 25 mil
WS25-9/100 9" 100 25 mil
WS25-12 12" 75 25 mil
ITEM ID WIDTH LENGTH THICKNESS
WSB20-4 4" 75’ 20 mil
WSB20-6 6" 75’ 20 mil
WSB20-9 9" 75’ 20 mil
WSB20-12 12" 75’ 20 mil
XTREMESEAM™ TAPE

-

XtremeSeam’

X$265

DESIGN FEATURES

A unique 2" x 65’ double-sided acrylic blend tape for
sealing horizontal and vertical overlaps. Essential
for maintaining a proper seal between layers and
for air barrier system performance. XtremeSeam™
Tape is durable material that has superior resistance
to weather elements. XtremeSeam™ Tape exceeds
industry requirements for splicing materials.

PRODUCT COMPOSITION

XtremeSeam™ Tape is a unique blend compound
designed specifically to maintain seam integrity.
XtremeSeam™ Tape maintains elasticity and splice
integrity when subjected to severe ultraviolet rays,
thermal shock, stagnant water, and extremely
low-temperatures.

www.tamlyn.com
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WATER MANAGEMENT SYSTEM

XTREMECORNERS™

XC25

14

DESIGN FEATURES

Tamlyn®  XtremeCorners™ are prefabricated,
seamless corners intended to facilitate proper
flashing of window and door sills. Sill corners are the
most vulnerable areas of window and door systems
and often the most difficult to properly detail and
maintain water tight. XtremeCorners™ create a water
tight, seamless corner that is easily integrated with
standard self-adhered flashing. XtremeCorners are
a key component of the Tamlyn® flashing and water
management systems.

Window and door leaks are a major concern for
builders, contractors and owners alike. To prevent
water from entering the building, these critical areas
must be flashed and properly integrated with your
water management system. XtremeCorners™ provide
a cost effective option that facilitate easier detailing
of sills versus multiple flashing pieces or premium sill
pan systems.

PACKAGING
30 per box.

ITEM ID

XC25 2-1/2" 2-1/2"

www.tamlyn.com



XTREMESEALANT™

XS

DESIGN FEATURES

XtremeSealant™ is a paintable, fast-curing sealant
formulated to exhibit superior adhesion and flexibility
to a wide variety of substrates including: PVC,
aluminum, glass, stainless steel, galvanized steel,
wood, FRP, marble, stone and laminate substrates.
XtremeSealant™ is a solvent-free, non-isocyanate
adhesive[sealant. Conforms to ASTM €920, Type
S, Grade NS, Class 25. AAMA 808.3 Specification for
Exterior Perimeter Sealing Compound.

STORAGE LIFE
12 months, unopened containers in conditioned space.

PAINTABLE ¥y

Testing prior to painting is recommended. ""‘ﬂmesaamm
PACKAGING

XtremeSealant™ is available in 300 ml (10.1 fl oz) tube
and 24 tubes per carton.
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UTILITY MOISTURE FLASH

UMF

DESIGN FEATURES

Utility Moisture Flash is a heavy duty, flexible, tear-
resistant, woven polypropylene nail-on flashing.
Utility Moisture Flash was engineered to provide

excellent durability when exposed to high ultraviolet e

rays and has the ability to withstand high winds. The

cross woven design is to be mechanically fastened

with capped fasteners. Easy to integrate with a water-

resistive barrier, flashing and other wall components. :1 Ir ’ '

PACKAGING l !
12" Width x 120" Length, 20 rolls per box. ‘ I ' l } ,,f

Utility Moisture Flash m l'm

Exterior Sheathing (OSB/Insulation Board) 1 'r ? J ? ? J”

umﬂ

24
A e — Utility Moisture Flash

< Brick Ledge

NILSAS INFWIOVNVIN 3LV
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WATER MANAGEMENT SYSTEM

TAMLYN PROSEAL™

PB

DESIGN FEATURES

TAMLYN ProSeal™ provides a lasting, economical solution to
sealing various penetrations that come through a building's
exterior walls. These seals are flexible and slide over pipe
and HVAC penetrations to form an instant seal. Each unit
also comes conveniently equipped with score lines to
accommodate multiple sizes. The patented central seal is
surrounded by a membrane which easily integrates into any
building envelope system.

« Easy Installation
» Water-tight seal
« Score lines allow for multiple pipe sizes
* Breathable & Flexible
- Easily integrates into any building envelope system
« 15-year limited warranty

ITEM ID SET AT RING 1 RING 2 RING 3
PB-18-38 | 1/8"to 3/8" N/A N/A N/A
PB-12-134 | 1/2"to 3/4" 1"to1-1/4" | 1-1/2"to1-3/4" | N/A
PB-2-4 2", 3" SDR-35 3" 4" SDR-35 N/A
PB-4-6 4" SDR-35 | 4”,5" SDR-35 6” SDR-35 6"
Ring 3
Ring

Ring 3
Ring 2
Ring 1

STEP 1

Install TAMLYN Water Resistant Barrier (WRB). Cut
an opening in the WRB using a utility knife for the
protruding pipe.

Select appropriate ProSeal™ product and ring size to
ensure a tight fit around penetration diameter.

STEP 2:

Using a utility knife, cut a horizontal line in the WRB 2"
directly above the penetration. The length of this cut
will be slightly longer than the width of the TAMLYN
ProSeal™.

STEP 3:

Slide the TAMLYN ProSeal™ under the WRB cut while
sliding the penetration through the TAMLYN ProSeal™
gasket. Make sure a minimum of 2” of the TAMLYN
ProSeal™ is under the WRB and make sure the TAMLYN
ProSeal™ gasket fits firmly over the pipe.

STEP 4:
Install XtremeFlashing™ Tape on each side of the TAMLYN
ProSeal™ Next, install XtremeFlashing™ Tape across the
top to seal the cut and covering side pieces completely.
Use a hard roller or hand applicator to ensure proper
adhesion.

]6 www.tamlyn.com



TAMLYNWRAP® RAINSCREEN 6.3

TWR63

DESIGN FEATURES

5 X 50' (250SF) gap spacing is 6.3 mm. The
TamlynWrap® RainScreen 6.3 is a multi-layer water
management system. This product is ideal for use
over various substrates such as coated OSB and
behind Stucco, Fiber Cement Board, Stone and
Metal Panels. The 6.3 mm (1/4") thick cavity spacers
are non-compressible and can act as a furring to
promote enhanced drainage and drying capacity

\ with improved installation efﬁciency,

Creenm
TAMIYN wor

LENGTH 50 ft
COVERAGE 250 sf
ROLL WEIGHT 19 Ibs
THICKNESS 6.7 mm

DRAINAGE GAP 6.3 mm

UV RATING MAXIMUM 120 days
WARRANTY 15 year limited

TamI

Sheathing

TamlynWrap® RainScreen 6.3

6.3 mm Cavity Spacer

NILSAS INFWIOVNVIN 3LV
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WATER MANAGEMENT SYSTEM

TAMLYNWRAP® RAINSCREEN 10.1

TWRI10I

DESIGN FEATURES

5 X 50° (250SF) gap spacing is 101 mm. The
TamlynWrap® RainScreen 10.1 is a multi-layer water
management system. This product is ideal for use
over various substrates such as coated OSB and
behind Stucco, Fiber Cement Board, Stone and Metal
Panels. The 101 mm (3/8") thick cavity spacers
are non-compressible and can act as a furring to
promote enhanced drainage and drying capacity
with improved installation efficiency.

L

WIDTH 5 ft a“Iscrﬂe“
LENGTH 50 ft

COVERAGE 250 sf

ROLL WEIGHT 22 lbs

THICKNESS 10.5 mm

DRAINAGE GAP 10.1mm

UV RATING MAXIMUM 120 days

WARRANTY 15 year limited

Sheathing

10.1 mm Cavity Spacer

TamlynWrap® RainScreen 10.1

]8 www.tamlyn.com



VENTED RAINSCREEN SYSTEM

When design calls for a rainscreen system, Tamlyn
has a solution with our Vented Rainscreen System.
Comprised of the VST (Rainscreen Top Vent), CR
(corrugated Rainscreen), and VSz (Vent Strip); this
system provides a cavity space with both vertical and
cross ventilation which will enable drying and liquid
water removal.

{-’ VST

—
—

—
=
-~

CR

--“_-::;_-
-

VSzZ

CURRUGAI ED RAINSCREEN

DESIGN FEATURES

An extruded PVC furring system that is 1-1/2” wide. Its
flexible nature allows it to be rolled instead of being
a strip, easing installation. The corrugated pattern
allows for cross ventilation, and when combined with
VSZ and VST, it creates a vented rainscreen.

Must be used together as a system with VST and VSZ.

MATERIAL

Paintable white extruded rigid PVC, industry-standard,
durable, chemically resistant product designed for
outdoor weatherability.

PACKAGING
3100 roll per Box
Siding
ITEM ID RAINSCREEN SIZE LENGTH
WRB CR38 3/8" 300’
CR38
Sheathing

1-1/2"
3/8"
#MI

NILSAS INFWIOVNVIN 3LV
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RAINSCREEN TOP VENT

VST

DESIGN FEATURES

A top vent for a rainscreen which, when combined
with VSZ, creates a vented rainscreen. Designed to fit
3/8” to 3/4" furring thicknesses. Perforated with 1/8"
holes.

Must be used together as a system with CR and VSZ.

MATERIAL

Paintable white extruded rigid PVC, industry-standard,
durable, chemically resistant product designed for
outdoor weatherability.

ITEM ID RAINSCREEN SIZE LENGTH

VST 3/8” 8 VST

Siding
3/8" |4 WRB
2" W 1/8" Sheathing

VENT STRIP

VSZ

DESIGN FEATURES

Starter course for ventilated rainscreen systems.
Perforations allow for moisture to weep out while
resisting pests from entering. Provides a vented
rainscreen when matched with VST and designed
for 3/8" to 3/4" furring thickness. Perforated with 1/8"
holes.

Must be used together as a system with CR and VST.
MATERIAL

Paintable white extruded rigid PVC, industry-standard,
durable, chemically resistant product designed for
outdoor weatherability.

ITEM ID A B C RAINSCREEN SIZE e
Siding
Vsz38 2" 3/g" | 3/8" 3/8"
VSZzI12 2" 3/g" | 12" 1/2" Sheathing
\VSZ34 2" 3/8" 3/4:: 3/4”
WRB
A Vsz

¥
-

WATER MANAGEMENT SYSTEM

20 www.tamlyn.com
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TAMIYN

FAMILY. VALUE. SERVICE.

SPECIALTY ITEMS

WATER MANAGEMENT | XTREMEINTERIOR™ | XTREMETRIM® | XTREMECOLOR™ FLASHING | SIDING ACCESSORIES | VENTILATION | METAL FLASHING | CONNECTORS



TAMLYN MGO®

TAMLYN*MgO®

DESIGN FEATURES

TamlynMgo® (MgoO) is a Non-Combustible, Structural
Sheathing panel for interior and exterior applications.
TamlynMgoO® is a fire-resistant, water-resistant,
high-impact construction panel that is well-suited
for wall, ceiling, flooring underlayment and exterior
sheathing applications.

MATERIAL

(MgO) - Magnesium Oxide Panel - a cementitious
material for use as an alternative to OSB, Plywood,
plaster or gypsum based substrates. Its benefits
are fire resistance, structural performance, decay
resistance, and ease of use.

DETAILS

+  Tamlyn MgO meets or exceeds ICC ES AC386 and
AC376 criteria

« The MgO matrix is reinforced by layers of
fiberglass mesh for added strength and durability

« Doesn’t decay under exposure to moisture like
wood and gypsum based products do

+ The boards are water resistant and will not
swell, deform or breakdown like other sheathing
products

« Use standard water resistant barrier (WRB) to
help prevent moisture intrusion into the building

+  Tamlyn MgO panels use advanced chemistry
for added durability and reduced chemical
interactions. Panels may be cut and fastened
with standard tools and fasteners. They may be
used with both wood and metal framing

ITEM ID TAMLYN MgO

WIDTH 4ft Tamlyn® MgO
LENGTH 8 ft
COVERAGE 32 sf
THICKNESS 6,12,18, 24,30 mm
APPLICATIONS Interior & exterior walls,
Flooring & Roofing

* Product is in development and subject to change.

WATER MANAGEMENT SYSTEM ‘ SPECIALTY ITEMS
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TAMLYN® BRUNNOSEAL®
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DESIGN FEATURES

Tamlyn® BrunnoSeal® is a self-leveling adhesive/
sealant formulated to exhibit superior adhesion and
flexibility to a wide variety of substrates including:
PVC, aluminum, glass, stainless steel, galvanized
steel, wood, FRP, marble, stone and laminate
substrates, Tamlyn® BrunnoSeal® is a solvent-free,
hybrid qdhesive/vseclqnt. Conforms to ASTM C920.
Type S, Grade NS, Class 25. AAMA808.3 Specification
Sealing Compound. The intended use is for roofing,
patch and repair applications.

STORAGE LIFE

Cartridges and sausages = 12 months in unopened
containers at temperatures not exceeding 80°F.

PAINTABLE
Testing prior to painting is recommended.

PACKAGING

Tamlyn® BrunnoSeal® is available in 300 mi (10.1 fl oz)
tube and 24 tubes per carton.

COLORS AVAILABLE
Clear, White, Black, Grey

T

www.tamlyn.com 25
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TAMLYN® XtremeCOAT

XCAC

DESIGN FEATURES

Tamlyn® XtremeCOAT is a high strength, Two-
component fast curing, hybrid Urethane roof
coatng. XtremeCOAT is a low viscosity highly
penetrative coating which upon curing forms a
flexible membrane, making it highly suitable for
all types of waterproofing applications on various
substrates. XtremeCOAT has excellent adhesion on all
suggested substrates an can also be applied on wet
and damp surfaces.

STORAGE LIFE
12 months when stored in unopened conditions.

COLORS AVAILABLE
White

WATER MANAGEMENT SYSTEM ‘ SPECIALTY ITEMS

26 www.tamlyn.com
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Education is the key to success! TAMLYN
is committed to educating our team, our
customers and our industry about every
detail from product creation to installation.
Knowledge is power!
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KTREMEINTERIOR™

Interior Aluminum Trim




INTERIOR ALUMINUM TRIM

XTREMEINTERIOR™ SPECIFICATIONS

Best Practice/Before Installation:

Read construction drawings to ensure correct layout and
placement. Contractor should make sure that blocking has
been provided prior to installation for proper installation
where necessary.

An outside corner is the best place to begin installation of
Xtremelnterior™. Choose one that makes the most sense for
your project. Xtremelnterior reveals offer many options.

Cutting and Painting:
Xtremelnterior™ recommends that full ten-foot length
profiles be used when and wherever possible .

Xtremelnterior™ aluminum trim can be cut with a chop saw,
using non-ferrous carbide miter saw blade. An abrasive
cutoff wheel should never be used to cut aluminum trims.

Xtremelnterior™ recommends that lubricant (WD-40 or
grease stick) be applied to the blade before each cut.
Lubricant should be cleaned off of trim prior to painting and
installation.

Clear Anodized Aluminum Moldings:

Xtremelnterior™ does not recommend painting clear
anodized trim. We provide (as a standard) primed and ready
to receive paint profiles that are kept in stock.

If field painting of clear anodized moldings is necessary, the
following steps must be taken to improve the bond between
the paint and the aluminum surface:

Clean and treat moldings with an acid etch solution (i.e.
mild concentration of muriatic acid), then rinse thoroughly
and allow to dry. An “acidetched” primer is also available
depending on the paint manufacturer’'s recommendations.

Use a primer recommended by the paint manufacturer.

Apply the paint coat according to the paint manufacturer’s
specifications.

Xtremelnterior'™ makes no guarantees, nor accepts any
responsibility, for the performance of field-applied coatings
over anodized finishes.

Installation Instructions for Interior Trim with tape and
float Flanges:

Moldings with tape & float flanges are to be installed while
the drywall/gypsum board is being installed. The installer
must provide space for the moldings at the time of drywall/
gypsum board installation or cut the drywall/gypsum board
with a router.

The framing / blocking should provide a backer so that
moldings can be attached with (recommended) #6 drywalll
screws 16” on center.

Before the taping process begins, installation flanges should
be cleaned. If veneer plaster is specified, the installation
flanges must be treated with a bonding agent. Reveals
should be masked to prevent compound joint, drywall mud
or texture overspray in order to prevent the entering the
reveal opening.

Painted aluminum moldings should be masked with vinyl
tape. Use cloth or vinyl tape specifically manufactured for
masking anodized aluminum trims.

Drywall tape should not overlap the edge of the reveal. An 8”
wide trowel should be used to apply the final skim coat.

Fiberglass or self-adhesive drywall tape will shorten taping
time and assist in the prevention of possible cracking.

Installation Instructions for Interior Trim without tape
and float Flanges:

Trim without tape & float flanges are to be installed prior to
the drywall/gypsum board being installed.

The framing should provide a backer so that moldings can
be attached with #6 drywall screws 16” on center.

Reveals should be masked in order to prevent compound
joint, drywall mud or texture overspray from entering the
reveal opening.

Limited Warranty:

Tamlyn warrants defective free products for a period of 10
years from the purchase date of original purchaser unless
otherwise stated for the specific product ordered.

Tamlyn products are further warranted as to adequacy
of design, provided products are properly specified and
installed. This warranty does not apply in the event products
are altered in any way or are improperly installed. Liability is
limited to replacement of products proven to be defective.
Tamlyn has made no other warranty, expressed or implied,
regarding its products, including but not limited to, any
warranty regarding merchantability or fitness for a specific
purpose. Any claim that a product is defective must be
brought within one (1) month of the date of installation of
such products to the original purchaser. Customer hereby
agrees that no other incidental or consequential damages
are the responsibility of Tamlyn.

The following voids any warranty regarding Tamlyn
products:

Product has been improperly installed.
Building codes have not been followed.

Products not installed by a contractor/installer with
common knowledge of the building industry.

Responsibility remains with the architect or engineer,
contractor, and owner for the design, application and
proper installation of each Tamlyn product. Specifier and
user shall determine the suitability of products for specific
application and assume all responsibilities in connection
there within.

Aluminum does not rust, however it does corrode.
Xtremelnterior has a protective coating to cover the bare
aluminum. When making cuts on Xtremeilnterior, recoating
will be required at ends, surface scratches, or when
performing form cuts. Failure to do this voids your warranty.
For answers to your technical questions on recoating
consult your local paint manufacturer before installation.

Please follow gypsum board manufacturers best
practice application when installing any Tamlyn accessory.
Xtremelnterior profiles are for aesthetic purposes only. The
channel and insert pieces are to be installed vertically
and up to the approved degrees at an angle. They are
not intended to be used as hand rails or any form of
storage shelf. T he architect and builder are responsible
for designing and installing a code compliant building.
Xtremelnterior products are not a part of a structural design
and are not intended to be used as structural members.
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INTERIOR ALUMINUM TRIM | REVEALS

REVEAL

RV

- r—-
y
B
v
I
A

ITEM ID A B
RV-14 1/4" 1/4"
RV-12 /2" 5/8"
RV-100 1 5/8"
RV-200 2" 5/8"
RV5-12 /2" 1/2"
RV5-100 " /2"
RV5-200 2" 1/2"

Xtremelnterior™ profiles are subject to alterations with or without notice.

DESIGN FEATURES

Creates a minimalist shadow line with simple reveal
space that allows installation vertically, horizontally or
diagonally. Can be used in conjunction with 5/8” dry-
wall, panel installation and wrapped surface finishes
such as fabric or vinyl wall coverings. Ridged faces for
tape & float and pre-punched holes for easy install
(hole placement may vary).

Availablein10’length. 6063 T5 aluminum with standard
clear anodized or primed finish. Anodized color and
powder coating finishes available with custom color
matching.

Drywall Metal Stud

i

Metal Stud

Drywall

Tape & Float

34 www.tamlyn.com



REVEAL BEAD

RVBD

DESIGN FEATURES

Serves as an aesthetic expansionjoint between panels.
A better, more appealing and secure solution to the
“open wall” vertical joint look popular in many areas.
Designs can be installed vertically, horizontally or
diagonally. Used in conjunction with panel installation
and wrapped surface finishes such as fabric or vinyl
wall coverings.

Availablein10’length. 6063 T5 aluminumwith standard
clear anodized or primed finish. Anodized color and
powder coating finishes available with custom color

matching.

Metal Stud

Panel A

ITEMID

RVBD-34 3/4" 3/4"

Metal Stud

Panel ; i H

Xtremelnterior™ profiles are subject to alterations with or without notice.

STVIATY | NIGL WANIANNTY JOIY3LNI
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REVEAL DOUBLE FLANGE

RVDF

DESIGN FEATURES

Creates a sleek shadow line with simple reveal space
and double flange arms. Can be installed vertically,
horizontally or diagonally. Used in conjunction with
5/8” drywall, panel installation and wrapped surface
finishes such as fabric or vinyl wall coverings. Ridged
faces for tape & float.

Availablein10’length. 6063 T5 aluminumwith standard
clear anodized or primed finish. Anodized color and
powder coating finishes available with custom color
matching.

Drywall Metal Stud
B
— v
<>
A 3/8"
ITEM ID A B
RVDF-12 /2" 5/8"
RVDF-100 1 5/8"
RVDF-200 2" 5/8"
RVDF-100-100 1 1
RVDF-100-38 1 3/8"
RVDF-34-100 3/4" 1

Metal Stud

Drywall

Xtremelnterior™ profiles are subject to alterations with or without notice.

INTERIOR ALUMINUM TRIM | REVEALS
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REVEAL PROJECTING SQUARE

RPS

DESIGN FEATURES

Creates an appealing design with projecting square

detail that allows installation vertically, horizontally or

diagonally. Can be used in conjunction with drywall

or behind panel installation and wrapped surface

finishes such as fabric or vinyl wall coverings. Ridged >
faces for tape and float and pre-punched holes for

easy install (hole placement may vary). -

Availablein10’length. 6063 T5 aluminumwith standard 5

clear anodized or primed finish. Anodized color and J L

powder coating finishes available with custom color
matching.

Metal Stud

>

Drywall

=

r # 3/16”

A

A
A
_ v

ITEMID A

RPS-14 1/4"
RPS-12 /2"
RPS-100 4

Metal Stud

'

Drywall

TR
ANLRN o

IOV
5

A ER LY

Tape & Float

Xtremelnterior™ profiles are subject to alterations with or without notice.
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BASE COVE TRANSITION

BCT

DESIGN FEATURES
Versatile transition piece perfect for finishing the joint
between walls and countertops or walls and floors.
Ridged face provided for tape & float.
Available in 10" length. 6063 T5 aluminum with
standard clear anodized or primed finish. Anodized
color and powder coating finishes available with
custom color matching.
1 Drywall
A i Metal Stud
i

Drywall

B

Tape & Float ——»

Ky

<+—— Metal Stud

Xtremelnterior™ profiles are subject to alterations with or without notice.

INTERIOR ALUMINUM TRIM | BASES
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BASE FLUSH

DESIGN FEATURES

Contemporary profile creates a clean shadow line and
provides wall protection. Can be used in conjunction
with wrapped surface finishes such as fabric or vinyl
wall coverings. Ridged face provided for tape & float.

Available in 10" length. 6063 T5 aluminum with
standard clear anodized or primed finish. Anodized
color and powder coating finishes available with
custom color matching.

Drywall
ryi Metal Stud

Drywall

Tape & Float ——»- 1. =

<«——— Metal Stud

Xtremelnterior™ profiles are subject to alterations with or without notice.

12"

BF-350

5/8"

3-1/2"

www.tamlyn.com

BF
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BASE FLUSH FLAT

BFF

DESIGN FEATURES

Flush finish design with less material allows for easy
: install without compromising the modern design.
I||I' Ideal for transitioning between drywall and other

materials or drywall and floors as a base profile.
/ Ridged face provided for tape and float and pre-
lu' punched holes for easy install (hole placement
| may vary), adhesive is recommended for secure
.'I installation. Can be used in conjunction with drywall,
f' panel installation and wrapped surface finishes such

as fabric or vinyl wall coverings.

)
Available in 10" length. 6063 T5 aluminum with
standard clear anodized or primed finish. Anodized
color and powder coating finishes available with

custom color matching.

Metal Stud —>

Drywall

<
i
“ | «—— Metal Stud

Tape & Float —»

Adhesive

BFF-400

Drywall

Xtremelnterior™ profiles are subject to alterations with or without notice.

INTERIOR ALUMINUM TRIM | BASES
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BASE REVEAL DOUBLE FLANGE

BRDF

DESIGN FEATURES

Striking profile that creates a recessed base at the
bottom of a wall just above floor surface or at the top
of a wall just below the ceiling surface. Double flange
creates areveal for visual impact as well as protecting
the bottom of wall material and creating a lower

recess. Can be used in conjunction with wrapped
surface finishes such as fabric or vinyl wall coverings. >
Available in 10" length. 6063 T5 aluminum with —
standard clear anodized or primed finish. Anodized
color and powder coating finishes available with
custom color matching.
Drywall Metal Stud
i i _ N 5/8"
3/8" |
A
A A
38"y |
A
2-1/8"
A
Drywall —— BRDF-250 12"

<«——— Metal Stud

Xtremelnterior™ profiles are subject to alterations with or without notice.
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BASE REVEAL FLANGE

BRF

DESIGN FEATURES

Uniquely detailed profile that creates a recessed base
at the bottom of a wall adding a decorative flange
as well as a reveal. Ideal placement just above floor
surface or at the top of a wall just below the ceiling
surface. Ridged face provided for tape & float. Can
be used in conjunction with wrapped surface finishes
such as fabric or vinyl wall coverings.

44

Available in 10’ length. 6063 T5 aluminum with
standard clear anodized or primed finish. Anodized
color and powder coating finishes available with
custom color matching.

Drywall Metal Stud

5/8"
A
A ‘{
A
5/87" |
r
1-7/8"
_
Drywall >
Tape & Float ———» I
BRF-250 /2"

<—— Metal Stud

Xtremelnterior™ profiles are subject to alterations with or without notice.

INTERIOR ALUMINUM TRIM | BASES
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BASE SHADOW LINE

BSL

DESIGN FEATURES

Create visually stunning shadow lines with a
minimalist base trim that allows the wall to appear
to float just above the floor surface and allows for
the same effect at the top of the wall just below the
ceiling surface. Can be used vertically or horizontally.
Ridged face provided for tape & float. Can be used in
conjunction with wrapped surface finishes such as
fabric or vinyl wall coverings.

Available in 10" length. 6063 T5 aluminum with
standard clear anodized or primed finish. Anodized
color and powder coating finishes available with
custom color matching.

Drywall Metal Stud

! i

BSL-150 1-1/2"
BSL-400* 4"
BSL5-400* 4"

*BSL-400 also available in 1/2" drywall

Drywall

Tape & Float ———»(L" )

<—— Metal Stud

Xtremelnterior™ profiles are subject to alterations with or without notice.
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CORNER ARROW LOW PROFILE

CALP

DESIGN FEATURES

Very popular face sizes which offer a clean outside
corner for drywalls. Works well with all vertical options.
Can be used in conjunction with drywall, panel

T S RV
fabric or vinyl wall coverings.

Availablein10ilength

.6063T5aluminumwithstandard
J—s, ' ‘u_iq f]o_t.»w..‘jl_‘A"A\ (_|o>l,..a—v ‘-A--

matcHing:J_.

>+ = wn - -

Metal Stud

>

Drywall

ITEM ID

CALP-58 1-1/81 5/87

Metal Stud

Drywall

INTERIOR ALUMINUM TRIM | CORNERS

Xtremelnterior™ profiles are subject to alterations with or without notice.
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