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•	 22 gauge galvanized corrugated wall ties are only used 
on wood stud construction. Nails should be sized 8d or larger, 
cement-coated or galvanized (8d nails are 2.5” long). Do not 
use joist hanger nails.
•	 Ties should be spaced every 12” or 16” vertically and 
every 16” or 24” horizontally depending on stud spacing. This 
supports most codes which require one wall tie for every 2.67 
SF of wall area. Ties must be nailed into studs and are typically 
installed as the mason works up the wall with brickwork.
•	  54 ties per 1000 modular brick, 68 ties per 100 oversize 
brick.
•	 Nail as close to bend as possible for maximum lateral 
strength.
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BRICK TIES - INSTALL GUIDE BEST PRACTICE
• 22 gauge galvanized corrugated wall ties are only used on 
wood stud construction. Nails should be sized 8d or larger, 
cement-coated or galvanized (8d nails are 2.5” long). Do not 
use joist hanger nails.

• Ties should be spaced every 12” or 16” vertically and every 
16” or 24” horizontally depending on stud spacing. This 
supports most codes which require one wall tie for every 2.67 
SF of wall area. Ties must be nailed into studs and are typically 
installed as the mason works up the wall with brickwork.

• 54 ties per 1000 modular brick, 68 ties per 100 oversize brick.

• Nail as close to bend as possible for maximum lateral strength.
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