
PART  A
Tech Support / Sales: 800-334-1676

www.tamlyn.com

MATERIAL SAFETY DATA SHEET
016_102_091124

WATER MANAGEMENT SYSTEM
Xtreme

ALL CLIMATE

COAT
TWO COMPONENT HYBRID URETHANE ROOF COATING

TAMLYN         
 Address: 13623 Pike Rd, Stafford, TX 77477     Phone: USA Toll Free (800) 334-1676   Fax: (281) 499-8948    E-mail: info@tamlyn.com

www.tamlyn.com

SECTION 1: PRODUCT IDENTIFICATION
Product Name: Tamlyn XtremeCOAT Part A
Product Description: High Strength Fast Curing Hybrid Urethane Waterproofing Coating
Chemical Family: Mixture
Product Use: Construction
Trade Name(s): Tamlyncoat XSD-40

SECTION 2: HAZARDOUS COMPONENT INFORMATION
Classification of product
	 No need for classification according to GHS criteria for this product.	
LABEL ELEMENTS
	 The product does not require a hazard warning label in accordance with GHS criteria.

SECTION 3: COMPOSITION / INFORMATION ON INGREDIENTS
CAS Component Percent

25133 - 97 - 5 Acrylate Polymer 50%

7732-18-5 Water 10%

471-34-1 Calcium carbonate 40%

SECTION 4: FIRST-AID MEASURES
Description of Necessary Measures 
Inhalation: If fumes or combustion products are inhaled	,

•	 Remove from contaminated area  to fresh air
•	 Assist in breathing if necessary
•	 Immediate medical attention required

Skin Contact: Wash affected areas thoroughly with soap and water. If irritation develops, seek medical attention.

Eye Contact: Flush with copious amounts of water for at least 15 minutes. If irritation develops, seek medical attention.

Ingestion: Immediately rinse mouth and then drink plenty of water, do not induce vomiting, seek medical   

attention. Never induce vomiting or give anything by mouth if the victim is unconscious or having convulsions.

General Advice: Remove contaminated coating

Indication of Immediate  Medical: Symptomatic treatment (decontamination, vital function).



PART  A
Tech Support / Sales: 800-334-1676

www.tamlyn.com

MATERIAL SAFETY DATA SHEET
016_102_091124

WATER MANAGEMENT SYSTEM
Xtreme

ALL CLIMATE

COAT
TWO COMPONENT HYBRID URETHANE ROOF COATING

SECTION 5: FIRE-FIGHTING MEASURES
Suitable Extinguishing Media: Water spray, foam, dry powder
Special Hazards Arising from the Substance or Mixture. 
Hazards caused by exposure in the event of fire: No Particular hazards known. 
Advice for Firefighters: 
Protective equipment for fire-fighting:
Firefighters should be equipped with self-contained breathing apparatus and turn-out gear.
Further information: Dispose of fire debris and contaminated extinguishing water in accordance with official
regulations. Product itself is non-combustible; fire extinguishing method of surrounding areas must be considered.
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SECTION 7: HANDLING AND STORAGE
Precautions for Safe Handling 
Handle in accordance with good industrial hygiene and safety practice. No special measures necessary provided if 
product is used correctly. Ensure adequate ventilation. 

Conditions for Safe Storage, including any Incompatibilities 
Store and handle in accordance with all current regulations and standards. Keep container tightly closed. Keep 
separated from incompatible substances.

Further information on storage conditions: Store protected against freezing. 

Protect from temperatures: 5°C - The packed product is destroyed at low temperatures or by frost.

Protect from temperatures: 60°C - The packed product must be protected against exceeding the indicated
				          temperature.

SECTION 6: ACCIDENTAL RELEASE MEASURES
Personal Precautions, Protective Equipment and Emergency Procedures 	
Wear personal protective clothing and equipment, see Section 8. Keep unnecessary people away, isolate hazard  
area and deny entry. Only personnel trained for the hazards of this material should perform clean up and disposal.
Environmental precaution:
Do not release untreated into natural waters.
Methods and Materials for Containment and Cleaning Up  
For small amounts: Pick up with suitable absorbent material (e.g. sand, sawdust, general-purpose binder,
kieselguhr). Dispose of absorbed material in accordance with regulations.
For large amounts: pump off product. Spills should be contained, solidified, and placed in suitable containers for 
disposal.
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SECTION 8: EXPOSURE CONTROLS / PERSONAL PROTECTION
No occupational exposure limits known.

Advice on system design: Ensure adequate ventilation.

General safety and hygiene measure: Hands and/or face should be washed before breaks and at the end of the
				                  shift. Avoid contact with skin and eyes.

Individual Protection Measures, such as Personal Protective Equipment
Eyes/Face Protection: Tightly fitting safety googles (chemical goggles). Wear face shield if splashing hazard exists.

Hand Protection: Chemical resistant protective gloves

Respiratory Protection: Wear respiratory protection if ventilation is inadequate.
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SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES
Physical State: Liquid Appearance : Liquid

Color: White Physical Form: Not available

Odor: Faint Odor Threshold: Not available

pH: Not available Melting Point: Not available

Boiling Point: Not available Decomposition: Not available

Flash Point: Not available Evaporation Rate: Not available

OSHA Flammability Class: Not available Vapor Pressure: Not available

Vapor Density 
(air = 1):

Not available Density: Not available

Specific Gravity (water = 1): Not available Water Solubility: Slightly soluble

Log KOW: Not available Coeff. Water/Oil Dist: Not available

KOC: Not available Auto Ignition: Not available

Viscosity: Not available VOC: Not available

Volatility: Not available Molecular Formula: Not available
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SECTION 10: STABILITY AND REACTIVITY
Reactivity 
No hazardous reactions if stored and handled as prescribed/indicated.
	 Corrosion to Metal: Corrosive effects to metal are not anticipated.
	 Oxidizing properties: Not fire-propagating
Chemical Stability 
The product is stable if stored and handled as prescribed/indicated.
Possibility of Hazardous Reactions 
No hazardous reactions when stored and handled according to instructions. After long storage, slight quantities of 
carbon monoxide may be formed. The product is chemically stable.
Conditions to Avoid 
Avoid extreme heat.
Incompatible Materials
Salt
Hazardous Decomposition Products
Carbon monoxide, carbon dioxide, hydrocarbons.
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SECTION 11: TOXICOLOGICAL INFORMATION
No adverse health effects are expected if handled as recommended with suitable precautions for designated uses.  
The statement was derived from products of similar composition. 

SECTION 12: ECOLOGICAL INFORMATION
Do not release untreated into natural waters. At the present state of knowledge, no negative ecological effects are 
expected.

SECTION 13: DISPOSAL CONSIDERATIONS
Waste Disposal of substance	 Incinerate or dispose of in a licensed facility. Do not discharge into drain/surface 
				    waters/groundwater.

Container disposal     Dispose of in a licensed facility. Recommend crushing, puncturing or other means to prevent 
  		             unauthorized use of used containers.

SECTION 14: TRANSPORT INFORMATION
Products are not classified as dangerous goods under any transport legislation.  
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SECTION 15: REGULATORY INFORMATION
Safe Drinking Water & Toxic Enforcement Act, CA Prop 65:
WARNING: The product can expose you to chemicals including ETHYLENE OXIDE, which is known to the State of 
	     California to case cancer and birth defects or other reproductive harm. For more information, go to
	       www.P65Warnings.ca.gov. 

SECTION 16: OTHER INFORMATION
DATE OF PREPARATION:  06/2024

DATE OF LAST REVISION: 06/2024

CHANGES SINCE LAST-REVISION: No: 00

PREPARED BY: Tamlyn

DISCLAIMER: The information and recommendations contain herein are to the best of the manufacture’s knowledge 
and belief, and are presented in good faith and believed to be accurate as of the effective date given. However, 
no warranty, expressed or implied, is given. It is the buyer’s responsibility to insure that the activities comply with 
Federal, State, and Local laws. The supplier shall not be liable for any loss or damage arising out of the use thereof. 
The information and recommendations are offered for the user’s consideration and examination, and it is the user’s 
responsibility to ensure the suitability and completeness of such information for a particular use. No information 
or recommendation shall be deemed to be a recommendation to use any product in conflict with any existing patent rights. 
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SECTION 1: PRODUCT IDENTIFICATION
Product Name: Tamlyn XtremeCOAT PART B
Product Description: High Strength Fast Curing Hybrid Urethane Waterproofing Coating
Chemical Family: Mixture
Product Use: Construction
Trade Name(s): Tamlyncoat XSD-40

SECTION 2: HAZARDOUS COMPONENT INFORMATION	

GHS LABEL ELEMENTS
	 EUH 211 (Warning! Hazardous respirable droplets may be formed when sprayed. Do not breathe spray or
               mist.

Pictograms:

Signal Word: WARNING

SECTION 3: COMPOSITION / INFORMATION ON INGREDIENTS
CAS Component Percent

55818-57-0 4,4´-Isopropylidenedip henol, oligomeric reaction products with 1-chloro-
2,3-epoxypro pane, easters with acrylic acid

95%

13463-67-1 Titanium Dioxide 5%
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SECTION 5: FIRE-FIGHTING MEASURES
Suitable Extinguishing Media: Water spray, foam, dry powder

Unsuitable Extinguishing Media: None known.

Special Hazards Arising from the Chemical Hazardous Combustion Products 

Hazards caused by exposure in the event of fire: No Particular hazards known. 

Special  Protective  Equipment  and Precautions for Firefighters Fire Fighting  Measures: 

Use extinguishing agents appropriate for surrounding fire. Dike for later disposal. Stay upwind and keep out of low 

areas. 

Protective Equipment and Precautions for Firefighters: Firefighters should wear full-face, self-contained breathing 
apparatus and impervious protective  clothing. Firefighters should avoid inhaling any combustion products.

Further Information: Dispose of fire debris and contaminated extinguishing water in accordance with official 
regulations. Product itself is non-combustible; fire extinguishing method of surrounding areas must be considered.

SECTION 6: ACCIDENTAL RELEASE MEASURES
Personal Precautions, Protective Equipment and Emergency Procedures 	
Wear personal protective clothing and equipment, see Section 8. Keep unnecessary people away, isolate hazard  
area and deny entry. Only personnel trained for the hazards of this material should perform clean up and disposal.

Environmental precaution:
Do not release untreated into natural waters.

Methods and Materials for Containment and Cleaning Up  
For small amounts: Pick up with suitable absorbent material (e.g. sand, sawdust, general-purpose binder, kieselguhr).
Dispose of absorbed material in accordance with regulations.

For large amounts: pump off product. Spills should be contained, solidified, and placed in suitable containers for 

disposal.
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SECTION 4: FIRST-AID MEASURES
Description of Necessary Measures 
Inhalation: If fumes or combustion products are inhaled	,

•	 Remove from contaminated area  to fresh air
•	 Assist in breathing if necessary
•	 Immediate medical attention required

Skin Contact: Wash affected areas thoroughly with soap and water. If irritation develops, seek medical attention.

Eye Contact: Flush with copious amounts of water for at least 15 minutes. If irritation develops, seek medical attention.

Ingestion: Immediately rinse mouth and then drink plenty of water, do not induce vomiting, seek medical   

attention. Never induce vomiting or give anything by mouth if the victim is unconscious or having convulsions.

General Advice: Remove contaminated coating

Indication of Immediate  Medical: Symptomatic treatment (decontamination, vital function).
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SECTION 7: HANDLING AND STORAGE
Precautions for Safe Handling 
Handle in accordance with good industrial hygiene and safety practice. No special measures necessary provided if 
product is used correctly. Ensure adequate ventilation. 

Conditions for Safe Storage, including any Incompatibilities 
Store and handle in accordance with all current regulations and standards. Keep container tightly closed. Keep 
separated from incompatible substances.

Further information on storage conditions: Store protected against freezing. 

Protect from temperatures below: 5°C - The packed product is destroyed at low temperatures or by frost.

Protect from temperatures above: 60°C - The packed product must be protected against exceeding the indicated
				                       temperature.
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SECTION 8: EXPOSURE CONTROLS / PERSONAL PROTECTION
No occupational exposure limits known.

Advice on system design: Ensure adequate ventilation.

General safety and hygiene measure: Hands and/or face should be washed before breaks and at the end of the
				                  shift. Avoid contact with skin and eyes.

Individual Protection Measures, such as Personal Protective Equipment
Eyes/Face Protection: Tightly fitting safety googles (chemical goggles). Wear face shield if splashing hazard exists.

Hand Protection: Chemical resistant protective gloves

Respiratory Protection: Wear respiratory protection if ventilation is inadequate.
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SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES
Physical State: Thick Flowing Liquid Appearance : Thick Flowing Liquid

Color: Not available Physical Form: Not available

Odor: Low order Odor Threshold: Not available

pH: Not available Melting Point: Not available

Boiling Point: 180 Deg C Decomposition: Not available

Flash Point: Nil Evaporation Rate: Not available

OSHA Flammability Class: Not available Vapor Pressure: Not available

Vapor Density 
(air = 1):

Not available Density: Not available

Specific Gravity (water = 1): Not available Water Solubility: Dispersible in water

Log KOW: Not available Coeff. Water/Oil Dist: Not available

KOC: Not available Auto Ignition: Not available

Viscosity: Not available VOC: Not available

Volatility: Not available Molecular Formula: Not available

SECTION 10: STABILITY AND REACTIVITY
Reactivity 
No hazardous reactions if stored and handled as prescribed/indicated.

Chemical Stability 
The product is stable if stored and handled as prescribed/indicated.

Possibility of Hazardous Reactions 
The product is stable if stored and handled to instructions. After long storage, slight quantities of carbon monoxide 
ma be formed. The product is chemically stable. 

Conditions to Avoid 
Strong oxidizing agents, strong acids & alkalis, heat, open flame, sparks, direct sunlight, etc.

Incompatible Materials
Salt

Hazardous Decomposition Products
Carbon monoxide, carbon dioxide, hydrocarbons.
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SECTION 11: TOXICOLOGICAL INFORMATION
No adverse health effects are expected if handled as recommended with suitable precautions for designated uses.  
The statement was derived from products of similar composition. 

SECTION 12: ECOLOGICAL INFORMATION
Do not release untreated into natural waters. At the present state of knowledge, no negative ecological effects are expected.

SECTION 13: DISPOSAL CONSIDERATIONS
Waste Disposal of substance	 Incinerate or dispose of in a licensed facility. Do not discharge into drain/surface 
				    waters/groundwater.

Container disposal     Dispose of in a licensed facility. Recommend crushing, puncturing or other means to prevent 
  		             unauthorized use of used containers.

SECTION 14: TRANSPORT INFORMATION
Products are not classified as dangerous goods under any transport legislation.  

SECTION 15: REGULATORY INFORMATION
Safe Drinking Water & Toxic Enforcement Act, CA Prop 65:
WARNING: The product can expose you to chemicals including ETHYLENE OXIDE, which is known to the State of 
	     California to case cancer and birth defects or other reproductive harm. For more information, go to
	       www.P65Warnings.ca.gov. 

The components of this product are in compliance with the chemical requirements of TSCA.
Labeling - Labeling according to EEC directives concerning preparations.
Symbol - R Phrase(s) R36/37/38 Irritating to eyes, respiratory system & skin.
S Phrase(s) S36/37/39 Wear suitable protective clothing, gloves, and eye/face protection.

SECTION 16: OTHER INFORMATION
DATE OF PREPARATION:  06/2024

DATE OF LAST REVISION: 06/2024

CHANGES SINCE LAST-REVISION: No: 00

PREPARED BY: Tamlyn

DISCLAIMER: The information and recommendations contain herein are to the best of the manufacture’s knowledge 
and belief, and are presented in good faith and believed to be accurate as of the effective date given. However, 
no warranty, expressed or implied, is given. It is the buyer’s responsibility to insure that the activities comply with 
Federal, State, and Local laws. The supplier shall not be liable for any loss or damage arising out of the use thereof. 
The information and recommendations are offered for the user’s consideration and examination, and it is the user’s 
responsibility to ensure the suitability and completeness of such information for a particular use. No information or 
recommendation shall be deemed to be a recommendation to use any product in conflict with any existing patent rights. 
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